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YMD % " POMPA
HIGH PRESSURE PUMP

KULLANIM ALANLARI:

-Fuel Oil Servis Tanklari, Gaz Yagi, Mazot
Tankerlerinde

-Kiguk capta kizgin yag sirkulasyonlarinda

o . G ) USE AREA:
-Endistrinin yari viskoz mayilerinin pompaj . ) o
islemlerinde. ~TFU(T<I Oil Service Tanks, Gas Qil, Diesel-fuel
anks.

Mal Ozellikleri -On a small scale hot oil circulations
alzeme Lzelliklerl -Half viscose liquids of industry are on pumping
‘Pompa Gévdesi ve Digli: Dékme (pik) demir, process
Celik dokum, Paslanmaz AISI 304- AISI 316
dokim, Sfero dékim

-Yataklar : Snbz 12 Bronz, Rulman, Karbon Material Properties
Grafit, Ina Burg Yatak ‘Pump Body and Gears: Cast iron, Steel ,

-Sizdirmazlik: Yumusak Salmastra, Mekanik Stainless Steel AISI 304-  AISI 316
salmastra,Kege, ‘Bearings: Snbz 12 bronze, Bearing, Carbon

Graphite, Ina Bushing Bearing.
-Sealing: Packing, Mechanical seal, Lip Seals.
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CALISMA PRENSIBI :

Bu pompalar da disli pompa prensibiyle ¢aligir.
Pompa mili, motordan almis oldugu dairesel
hareketi, mil Gzerindeki digli (ceviren) ile, diger
disliye (gevrilen) ters yonde iletir. Digliler
birbirinden ayrilirken, diglilerin arasina sivi
dolar. Bu sivi, ddnme hareketi ile basma
boélgesine tasinarak, disliler i¢ ice girerken
basma kanalina atilir. Sivinin viskozitesine
bagli olarak 40 Bar’a kadar basing elde edilir.
Korozif (Asindirict) ve az hacimli akiskanin
hizli bir sekilde transfer edilmesini saglar.
Kompakt olduklari igin glvenilirlik
sunmaktadirlar.

Sekil 1.
Shape 1.

Sekil 1. Malzemenin emis agzindan pompaya
girisini goruyoruz.

Sekil 2. Disglilerin ddnme hareketi
dogrultusunda malzeme disli aralarinda
ilerliyor.

Sekil 3. Malzemenin basma agzindan ¢iktigi
gOrunmektedir. Diglinin tek turu malzemeyi
basma agzina tagimaktadir.

Sekil 2.
Shape 2.

WORKING PRINCIPLE :

These pumps work same gear pumps. Pump
shaft transmits circular movement with own
gear to other gear on inverse side. While gears
leave from other, liquid get full between gears.
While gears become close, this liquid moves
with rotary motion to outlet. We can have
pressure until 40 Bar according to liquid
viscose.lt transfers corrosive and little
voluminous liquid fastly. They are compact so
they submit reliability.

Sekil 3.
Shape 3.

Shape 1. Liquid enters to the pump from inlet.
Shape 2. Liquid goes forward on gears.
Shape 3. Liquid goes out from outlet.

Gear’s one tour moves liquid to outlet.

POMPA DEGERLERI / PUMP PROPERTIES
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POMPA BOYUT OLCULERI /
PUMP DIMENSIONS
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MOTOR GUC VE DEVIRLERI / MOTOR POWER AND SPEED | HD H B C D E F M kg.
0,5hp /0,37 kw 900 d/d (rpm)
0,75-1hp / 0,550,75kw | 1400 d/d (rpm) MOTOR 80 423 | 266 | 80 300 | 420 | 260 | 300 98 60 30
0,5hp / 0,37 kw 750 d/d (rpm)
1hp /0,75 kw 900 d/d (rpm) | MOTOR 90S 452 | 281 90 350 | 470 | 260 | 300 | 108 60 34
1.5hp /11 kw 1400 d/d (rpm)
1hp /0,55 kw 750 d/d (rpm)
1,5hp / 1,1 kw 900 d/d (rom) | MOTOR 90L 504 | 281 90 350 | 470 | 260 | 300 | 108 60 36
2hp /15 kw 1400 d/d (rpm)
1-15hp /0,75-11kw 750 d/d (rpm)
2hp /15 kw 900 d/d (rpm) | MOTOR 100L | 551 | 300 | 100 | 350 | 470 | 260 | 300 | 118 60 43
3-4hp  /22-3kw 1400 d/d (rpm)
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YEDEK PARCA LISTESi / SPARE PARTS LIST

KECELi/

LIP SEAL

N ADET/
ﬂ ARCA iSMi PART NAME

KAPLIN KAMA 5x5x19 AB
SALMASTRA KAPAGI
KEGE ¢18x@32x6

IMBUS CiVATA M8x25

ON KAPAK
BURC
iNA BURG
UZUN MiL
KISA MiL
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GOVDE O-RING'I

ARKA KAPAK
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COUPLING KEY 5x5x19 AB

SEAL COVER

LIP SEAL p18x@32x6
IMBUS BOLT M8x25

FRONT COVER
BUSHING

INA BEARING
DRIVING SHAFT
DRIVEN SHAFFT
CASING O-RING
CASING

BACK COVER

10
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YEDEK PARCA LISTESi / SPARE PARTS LIST
MEKANIK SALMASTRALI / MECHANICAL SAEL

- ADET/
M PARCA isMi PART NAME
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KAPLIN KAMA 5x5x19 AB
37'Lik SEGMAN

MEKANIK SALMASTRA KOVAN
MEKANIK SALMASTRA @18
IMBUS CIVATA M8x25

ON KAPAK

BURG

iNA BURC

UZUN MiL

KISA MiL

GOVDE O-RING ¢74xp3
GOVDE

ARKA KAPAK

©

« LE

9 1

0 1 12 1
'

COUPLING KEY 5x5x19 AB
INTERNAL CIRCLIP (837 )
MECHANICAL SEAL SLEEVE
MECHANICAL SEAL #18
IMBUS BOLT M8x25
FRONT COVER

BUSHING

INA BEARING

DRIVING SHAFT

DRIVEN SHAFFT

CASING O-RING ¢74xp3
CASING

BACK COVER
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YMD 1" POMPA
HIGH PRESSURE PUMP

KULLANIM ALANLARI:

Fuel QOil Servis Tanklari, Gaz Yagi, Mazot
Tankerlerinde

‘Kuguk capta kizgin yag sirkllasyonlarinda
*Endustrinin yari viskoz mayilerinin pompaj
islemlerinde.

Malzeme Ozellikleri

*Pompa Goévdesi ve Disli: Dokme (pik) demir,
Celik dokiim, Paslanmaz AISI 304- AISI 316
dokim, Sfero dokim

Yataklar : Snbz 12 Bronz, Rulman, Karbon
Grafit, ina Burg Yatak

-Sizdirmazlik: Yumusak Salmastra, Mekanik
salmastra.Kece.

USE AREA:

-Fuel Oil Service Tanks, Gas Oil, Diesel-fuel
Tanks.

-On a small scale hot oil circulations

-Half viscose liquids of industry are on pumping
process

Material Properties

‘Pump Body and Gears: Cast iron, Steel ,
Stainless Steel AISI 304- AISI 316

-Bearings: Snbz 12 bronze, Bearing, Carbon
Graphite, Ina Bushing Bearing.

-Sealing: Packing, Mechanical seal, Lip Seals.
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CALISMA PRENSIBI :

Bu pompalar da disli pompa prensibiyle ¢algir.
Pompa mili, motordan almis oldugu dairesel
hareketi, mil Gzerindeki disli (ceviren) ile, diger
digliye (gevrilen) ters yonde iletir. Digliler
birbirinden ayrilirken, diglilerin arasina sivi
dolar. Bu sivi, ddnme hareketi ile basma
bdlgesine tasinarak, disliler i¢ ice girerken
basma kanalina atilir. Sivinin viskozitesine
bagl olarak 40 Bar’a kadar basing elde edilir.
Korozif (Agindirict) ve az hacimli akigskanin
hizli bir sekilde transfer edilmesini saglar.
Kompakt olduklari igin glvenilirlik
sunmaktadirlar.

Sekil 1.
Shape 1.

Sekil 1. Malzemenin emis agzindan pompaya
girisini goriyoruz.

Sekil 2. Diglilerin donme hareketi
dogrultusunda malzeme digli aralarinda
ilerliyor.

Sekil 3. Malzemenin basma adzindan ¢iktigi
gorinmektedir. Dislinin tek turu malzemeyi
basma agzina tagimaktadir.

Sekil 2.
Shape 2.

WORKING PRINCIPLE :

These pumps work same gear pumps. Pump
shaft transmits circular movement with own
gear to other gear on inverse side. While gears
leave from other, liquid get full between gears.
While gears become close, this liquid moves
with rotary motion to outlet. We can have
pressure until 40 Bar according to liquid
viscose.lt transfers corrosive and little
voluminous liquid fastly. They are compact so
they submit reliability.

Sekil 3.
Shape 3.

Shape 1. Liquid enters to the pump from inlet.
Shape 2. Liquid goes forward on gears.
Shape 3. Liquid goes out from outlet.

Gear’s one tour moves liquid to outlet.

POMPA DEGERLERI / PUMP PROPERTIES
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POMPA BOYUT OLCULERI /
PUMP DIMENSIONS
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AKUPLAJ OLCULERI /
COUPLING DIMENSIONS
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MOTOR GUC VE DEVIRLERI / MOTOR POWER AND SPEED I HD| H B C D E F G | kg
1.5hp /11kw 1400 d/d (rpm) | MOTOR 90S 472 | 281 | 90 | 380 | 500 | 260 | 300 | 109 60 | 43
15hp /11kw 900 d/d (rpm)

2hp /15 kw 1200 0/d (rpm) MOTOR 90L 524 | 281 | 90 | 380 | 500 | 260 | 300 | 109 60 | 45
2hp /[ 15kw 900 d/d (rpm)

. 7 3 1 3 119

2hp / 15kw 750 d/d (rpm)

3hp /22kw 900 d/d (rpm) | MOTOR 112M 585 | 323 | 112 | 420 | 620 | 310 | 350 | 151 | 100 | 68
55hp / 4 kw 1400 d/d (rpm)

3hp / 22kw 750 d/d (rpm)

4hp /3 kw 900 d/d (rpm) | MOTOR 1325 626 | 365 | 132 | 420 | 620 | 310 | 350 | 151 | 100 | 76
75hp /55 kw 1400 d/d (rpm)

4dhp /3 kw 750 d/d (rpmy)

55hp / 4 kw 900 d/d (rpm) | MOTOR 132M 671 | 365 | 132 | 420 | 620 | 310 | 350 | 151 | 100 | 85
10hp /75 kw 1400 d/d (rpm)
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YEDEK PARCA LISTESi / SPARE PARTS LIST

KECELI, MEKANIK SALMASTALI VE GOVDEN CEKETLI /
LIP SEAL, MECHANICAL SEAL & JACKETED CASING

1 2 3 4 6 7 8 9 10 11 10 13 14 9 8 15 6
| %‘;‘ L | | i g é’i
o =1 N~ “af =
.J -

12

ADET/
m PARCA iSMi PART NAME

1 KAPLIN KAMA 6x6x27 A COUPLING KEY 6x6x27 A

2 IMBUS CiVATA M5x16 HEX SOCKET M5x16 3
3 SALMASTRA KAPAGI SEAL COVER 1
4 MEKANIK SALMASTRA ¢22 MECHANICAL SEAL @22 1
5 KECE ¢22xp¢40x8 LIP SEAL ¢22x@40x8 3
6 M10x30iMBUS CiVATA HEX SOCKET M10x30 16
7 ON KAPAK FRONT COVER 1
8 BURC BUSHING 4
9 INABURG INA BUSHING 4
10 GOVDE O-RiNG (#75x@3 CASING O-RING @75x@3 2
11 GOVDE CASING 1
12 CEKETLi GOVDE JACKETED CASING 1
13 UZUN MiL DRIVING SHAFT 1
14 KISA MiL DRIVEN SHAFFT 1
15 ARKA KAPAK BACK COVER 1
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YMD 1% " POMPA
HIGH PRESSURE PUMP

KULLANIM ALANLARI:

-Fuel Oil Servis Tanklari, Gaz Yagi, Mazot
Tankerlerinde

‘Kuguk ¢apta kizgin yag sirkilasyonlarinda
*EndUstrinin yari viskoz mayilerinin pompaj
islemlerinde.

Malzeme Ozellikleri

‘Pompa Gdvdesi ve Digli: Dokme (pik) demir,
Celik dokim, Paslanmaz AISI 304- AISI 316
dokim, Sfero dékim

-Yataklar : Snbz 12 Bronz, Rulman, Karbon
Grafit, ina Burg Yatak

-Sizdirmazlik: Yumusak Salmastra, Mekanik
salmastra,Kege,

USE AREA:

-Fuel Oil Service Tanks, Gas Qil, Diesel-fuel
Tanks.

-On a small scale hot oil circulations

-Half viscose liquids of industry are on pumping
process

Material Properties

‘Pump Body and Gears: Cast iron, Steel ,
Stainless Steel AISI 304- AISI 316

‘Bearings: Snbz 12 bronze, Bearing, Carbon
Graphite, Ina Bushing Bearing.

-Sealing: Packing, Mechanical seal, Lip Seals.
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CALISMA PRENSIBI :

Bu pompalar da disli pompa prensibiyle ¢aligir.

Pompa mili, motordan almis oldugu dairesel
hareketi, mil Gzerindeki digli (ceviren) ile, diger
disliye (gevrilen) ters yonde iletir. Digliler
birbirinden ayrilirken, diglilerin arasina sivi
dolar. Bu sivi, ddnme hareketi ile basma
boélgesine tasinarak, disliler i¢ ice girerken
basma kanalina atilir. Sivinin viskozitesine
bagli olarak 40 Bar’a kadar basing elde edilir.
Korozif (Asindirict) ve az hacimli akiskanin
hizli bir sekilde transfer edilmesini saglar.
Kompakt olduklari igin glvenilirlik
sunmaktadirlar.

Sekil 1.
Shape 1.

Sekil 1. Malzemenin emis agzindan pompaya
girisini goruyoruz.

Sekil 2. Disglilerin ddnme hareketi
dogrultusunda malzeme disli aralarinda
ilerliyor.

Sekil 3. Malzemenin basma agzindan ¢iktigi
gOrunmektedir. Diglinin tek turu malzemeyi
basma agzina tagimaktadir.

Sekil 2.
Shape 2.

WORKING PRINCIPLE :

These pumps work same gear pumps. Pump
shaft transmits circular movement with own
gear to other gear on inverse side. While gears
leave from other, liquid get full between gears.
While gears become close, this liquid moves
with rotary motion to outlet. We can have
pressure until 40 Bar according to liquid
viscose.lt transfers corrosive and little
voluminous liquid fastly. They are compact so
they submit reliability.

Sekil 3.
Shape 3.

Shape 1. Liquid enters to the pump from inlet.
Shape 2. Liquid goes forward on gears.
Shape 3. Liquid goes out from outlet.

Gear’s one tour moves liquid to outlet.

POMPA DEGERLERI / PUMP PROPERTIES
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1~ 1500 d/d
:100 ~ 2500 SSU
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POMPA BOYUT OLCULERI /
PUMP DIMENSIONS
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MOTOR GUC VE DEVIRLERi / MOTOR POWER AND SPEED | HD | H B C D E F M | kg.
2hp  /15kw 1400 d/d (rpm) | MOTOR 90L 554 | 281 90 430 | 550 | 260 | 300 | 117 60 | 58
2hp /15kw 900 d/d (rpm)
3 41p/2.2-3 kw 7400 0/ (rpm) MQOTOR 100L 604 300 | 100 400 | 620 | 310 | 350 | 128 100 70
2hp / 15kw 750 d/d (rpm)
3hp [/ 22kw 900 d/d (rpm) | MOTOR 112M 619 323 | 112 400 | 620 | 310 | 350 | 140 | 100 78
55hp / 4 kw 1400 d/d (rpm)
3hp /22kw 750 d/d (rpm)
dhp /3 kw 900 d/d (rpm) | MOTOR 1325 658 | 365 | 132 | 500 | 700 | 310 | 350 | 159 | 100 | 86
7,5hp /55 kw 1400 d/d (rpm)
d4hp /3 kw 750 d/d (rpm)
55hp / 4 kw 900 d/d (rpm) | MOTOR 132M 704 365 | 132 500 | 700 | 310 | 350 | 159 | 100 97
10hp / 7,5 kw 1400 d/d (rpm)
55hp /4 kw 750 d/d (rpm)
10hp / 7.5 kw 900 d/d (rpm) | MOTOR 160M 804 450 | 160 580 | 780 | 380 | 420 | 187 | 100 | 134
15hp / 11 kw 1400 d/d (rpm)

e —— AKINA SAN. TIC .LTD. STI. Ramazanoglu Mah . Ka narca Cad U /-Pendik / ISTANBUL

Tel : (02 78 64 21 www.yildizpom —— —<2=



http://www.yildizpompa.com.tr/
http://www.yildizpompa.com.tr/
http://www.yildizpompa.com.tr/

YMD1% "
YEDEK PARCA LISTESi / SPARE PARTS LIST
KECELi VE MEKANIK SALMASTALI / LIP SEAL & MECHANICAL SEAL
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. ADET/
u PARCA iSMi PART NAME
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KAPLIN KAMA 8x7x42AB
IMBUS CIVATA M6x25
SALMASTRA KAPAGI
MEKANIK SALMASTRA 30
KEGE #30xp50x10
M10x35 IMBUS CiVATA
ON KAPAK

BURC

iNA BURC

GOVDE O-RING ¢108x¢3
GOVDE

UZUN MiL

KISA MiL

ARKA KAPAK

COUPLING KEY 8x7x42AB
IMBUS BOLT M6x25
SEAL COVER
MECHANICAL SEAL @30
LIP SEAL 30x@50x10
IMBUS BOLT M10x35
FRONT COVER

BUSHING

INA BURC

CASING O-RING ¢108x@3
CASING

DRIVING SHAFT

DRIVEN SHAFFT

BACK COVER
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